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59.0 |3.23] 1 90° - REF. DESCRIPTION QTY.
42.8 S \‘ 15.8 1 |SUPPORT BRACKET ]
1.68] N - - 0.62] 2 |PITCH ADJUSTING BRACKET 1
{ . — n 3 |[M5X10 UNI 5933 SCREW 4
= - t - 4 |ROLL ADJUSTING BRACKET ]
' 5 |M4X10 UNI 5931 SCREW 2
037 6 D4 UNI 6592 FLAT WASHER 2
7 |A4 UNI 1751 SPRING WASHER 2
8  |M5X14 UNI 5933 SCREW 2
R62.5 9 |M5SN 213912 WASHER 2
246 N/ 10 |M5X10 UNI 5933 SCREW 2
/ 11 |POSITIONING MEMORY BRACKET ]
M _ \‘>4%/( 12 |M4X8 UNI 5931 SCREW [
u\ e="_o 170 13 |A4 UNI 1751 SPRING WASHER ]
> //%\t SLS-BRACKET-A
71.0 71.0 Units: mm [inches]
2.80) 2.80) Scale: Full
1420 DATALOGIC SENTINEL SERIES MOUNTING
B 5.59 — BRACKET, ZINC PLATED STEEL, COMPLETE
NOTES: MOUNT. FOR USE WITH DATALOGIC
SAFETY LASER SCANNER
1. DIMENSIONS CAN BE CHANGED BY MANUFACTURER WITHOUT NOTICE.
2. DIMENSIONS DO NOT IMPLY TOLERANCE. VAUTO MATI O N DI R ECT%
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