
10.86
275.9

3.75
95.3

2.01
51.2

3.44
87.4

3.35
85.1

2.06
52.3

1.94
49.2

1.87
47.4

3.00
76.2

0.34
8.6

2.50
63.4

2.69
68.2

0.19 X 0.19 
X 1.38 KEY

6.50
165.1

0.12
3.0

3.48
88.4

7.30
185.5

7.39
187.7

1.68
42.7

3.34
84.8

5.45
138.5

9.15
232.4

4X 3/8-16 UNC-2B X 0.56 DEEP 1.22
31.0

2.44
62.0

2.44
62.0

4.26
108.3

5.88
149.2
B.C.

45.00°
EQ. SPACED

A

0.5-14 NPT [12.7]
 LEAD
 HOLE

    4X SLOT
      R 0.17 
       [4.3]

0.625
15.9

0.51
13.0

0.19
4.8

DETAIL A
SCALE 2 : 1

NOTES:

  1. DIMENSIONS CAN BE CHANGED BY MANUFACTURER WITHOUT NOTICE.

  2. DIMENSIONS DO NOT IMPLY TOLERANCE.

LEESON WASHGUARD WHITE DUCK SERIES 
STANDARD EFFICIENCY AC INDUCTION 

MOTOR, WASHDOWN & INVERTER RATED, 
0.5HP, 3-PH, 1800 RPM, 208-230/460 VAC, 56C 

FRAME, TEFC

112429.00

Units: inches [mm]
Scale: Full
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