
4X
6.6

0.26

70.000 
-
0.000
0.030

[2.76]

4X
R52.5
2.07

6.0
0.24

80.0
3.15

3.5
0.14

19.000 
-
0.000
0.021

[0.75]
SHAFT 90.00±0.12

[3.54]
B.C.

6.0 [0.24] X 6.0[0.24] 
X 25.0 [0.98] KEY 25.0

0.98

3.0
0.12

123.8
4.87

40.5
1.59

187.0±0.5
7.36±0.02

10.8
0.43

90.8
3.57

227.0±0.5
8.94±0.02

40.1
1.58

31.6
1.24

9.6
0.38

37.0
1.46

NOTES:

  1. DIMENSIONS CAN BE CHANGED BY MANUFACTURER WITHOUT NOTICE.

  2. DIMENSIONS DO NOT IMPLY TOLERANCE.

APMC-FCL10AYK2-AD

LS ELECTRIC LOW INERTIA AC BRUSHLESS 
SERVO MOTOR, 1kW, 3-PHASE INPUT, 17-
BIT (131072 PPR) ENCODER, INTEGRATED 
BRAKE, FOR USE WITH LS ELECTRIC L7C 

L7CA010U-AD 1kW DRIVE

Units: mm [inches]
Scale: Full
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