
34.29
870.9

7.14
181.3

5.88
149.4

6.19
157.4

12.20
310.0

9.72
247.0

15.94
405.0

6.20
157.5

11.81
300.0

5.87
149.0

1.36
34.5

11.26
286.0

11.26
286.0

11.26
286.0

0.625 X 0.625 X 4.25 KEY

13.92
353.5

7.64
194.0

9.00
228.5

19.33
491.0

17.17
436.0

26.83
681.5

3.54
90.0

17.56
446.0

17.95
456.0
B.C.

14.02
356.0

21.63
549.5

1.28
32.5

7.01
178.0

2.80
71.0

A

3.00 NPT [50.8]
 LEAD
 HOLE

   12X
0.66 

 [16.8]

0.625
15.9

2.02
51.3

2.375
60.3

DETAIL A
SCALE 2 : 1

NOTES:

  1. DIMENSIONS CAN BE CHANGED BY MANUFACTURER WITHOUT NOTICE.

  2. DIMENSIONS DO NOT IMPLY TOLERANCE.

MARATHON GLOBETROTTER SERIES PREMIUM 
EFFICIENCY AC INDUCTION MOTOR, GENERAL 

PURPOSE, INVERTER RATED & HAZARDOUS 
LOCATION, 75HP, 3-PH, 230/460 VAC, 1800 

RPM, TEFC, 365T FRAME

GT1043A

Units: inches [mm]
Scale: Full
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