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NOTES:

1. PANEL SHALL BE FREE FROM BURRS & SHARP EDGES

2. PANEL SHALL BE FLAT

3. MISALIGNED EDGES EXCEEDING 0.005" (STEPS) SHALL NOT BE PERMITTED

4. ALL EDGES SHALL BE SQUARE AND PARALLEL

5. PANEL SHALL HAVE CLEAR PVC FILM ON ONE SIDE

6. ALL "2424" SIZE PANELS AND BELOW SHALL BE PACKAGED IN AN ENVELOPE WITH NO METAL (CLASP)

7. ALL "3020" SIZE PANELS AND ABOVE SHALL BE PACKAGED IN CARDBOARD WITH NO METAL (STAPLES)

DESCRIPTION

ALL DIMENSIONS ARE IN INCHES

UNLESS OTHERWISE SPECIFIED

DO NOT SCALE

CUSTOMER

DATE

DWG

± 0.03 ± 0.010

SCALE

DRAWN BY

COLOR:

NEMA 250: TYPE

UNLESS SPECIFIED

TOLERANCES

PART NUMBER

.XX .XXX

SPECIAL REQUIREMENTS

MATERIAL: FIBERGLASS REINFORCED POLYESTER (FRP)

STANDARD P/N:

CUSTOMER DWG:

COLOR STANDARD:

IEC 60529:

GLACIER GRAY (WPR3013)

PANTONE 428 C

HUBBELL-WIEGMANN

J2020 BACKPANEL ALUMINUM

HW-MP2020AL
08/26/16E91

HW-MP2020AL

HW-MP2020AL

N/A

0.080

(12 GAUGE)

7.625

15.250

18.00

1.38

7.625

15.250

18.00

1.38

Ø0.295 (4x)
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