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LAHP-25TMXXXXXXX

SUREMOTION LINEAR ACTUATOR: 
LAHP-25 SERIES
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= CENTER OF MASS - CALCULATED WITH CARRIAGE 

IN THE CENTER OF TRAVEL (SYMBOL POSITION ON 
DRAWING IS REPRESENTATIVE AND NOT EXACT)

PART NUMBER L
DATUM TO CENTER OF 

MASS DISTANCE
A B C

LAHP-25TM52XXXX 135.0 
[5.31]

67.0 
[2.64]

11.0 
[0.43]

25.6 
[1.01]

LAHP-25TM102XXXX 185.0 
[7.28]

92.0 
[3.62]

11.0 
[0.43]

25.6 
[1.01]

LAHP-25TM152XXXX 243.0 
[9.57]

121.0 
[4.76]

11.0 
[0.43]

25.6 
[1.01]

LAHP-25TM220XXXX 303.0 
[11.93]

151.0 
[5.94]

11.0 
[0.43]

25.6 
[1.01]

LAHP-25TM304XXXX 387.0 
[15.24]

193.0 
[7.6]

11.0 
[0.43]

25.6 
[1.01]

LAHP-25TM404XXXX 495.0 
[19.49]

247.0 
[9.72]

11.0 
[0.43]

25.6 
[1.01]

LAHP-25TM504XXXX 587.0 
[23.11]

293.0 
[11.54]

11.0 
[0.43]

25.6 
[1.01]

NOTES:

  1. DIMENSIONS CAN BE CHANGED BY MANUFACTURER WITHOUT NOTICE.

  2. DIMENSIONS DO NOT IMPLY TOLERANCE.
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