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DESCRIPTION

ALL DIMENSIONS ARE IN INCHES

UNLESS OTHERWISE SPECIFIED

DO NOT SCALE

CUSTOMER

DATE

DWG

± 0.03 ± 0.010

SCALE

DRAWN BY

COLOR:

NEMA 250: TYPE

UNLESS SPECIFIED

TOLERANCES

PART NUMBER

.XX .XXX

SPECIAL REQUIREMENTS

MATERIAL: FIBERGLASS REINFORCED POLYESTER (FRP)

STANDARD P/N:

CUSTOMER DWG:

COLOR STANDARD:

IEC 60529:

GLACIER GRAY (WPR3013)

PANTONE 428 C

ATTABOX

STANDARD ENCLOSURE

MW100806HPL
10/10/18

E91

MW100806HPL

1, 3, 3R, 4X, 12, 13

MW100806HPL

IP66

REVISION HISTORY

REV DESCRIPTION DATE ENG

- - - -

- - - -

- - - -

- - - -

- - - -

- - - -

A
A

SECTION A-A

0.89

6.50

11.42

9.42

6.25

7.74

0.13 TYP

7.99

B

B

SECTION B-B

9.99 8.25

9.74

0.505.62

0.13

TYP

0.25 TYP

6.00

7.97

10.85

11.97

Ø0.31

(2x)

C

DETAIL  C

(2x)

0.504

0.313

R0.157

(2x)

q(CVR)

q(CVR)

1.583

±0.030

8.25

R0.125

(4x)

1.583

±0.030

6.25

FLUSH BONDED WINDOW

8.25" x 6.25"

SEE DETAIL A

DETAIL A

WINDOW MATERIAL: S.A.R. ACRYLIC, 1/4" THICK

ABRADE INSIDE COVER SURFACE PRIOR TO BONDING

WINDOW BONDED USING MA-320

WINDOW SURFACE FLUSH TOLERANCE: +0.020 / -0.030

0.010 MAX. EXPANSION GAP BETWEEN COVER CUTOUT & WINDOW


	Sheets and Views
	MW100806HPL-Model


