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PART DESCRIPTIONQTYITEM

Base, CH Style, Zamak 5 With Trivalent Cromate and Topcoat Sealer11

Clamp, Sliding, CH Style, 0.075" Type 304 Stainless Steel12

Screw, Flanged, Hex Head, Slotted, 10-24 x 5/8", 304 Stainless Steel13

Self Clinching Flush Head Stud 10-32 X 1/2", Zinc Plated Steel14

Sprint, 0.035 Dia., 304 Stainless Steel15

SHEET: 1 OF 1

MATERIAL UNLESS SPECIFIED
ZAMAK 5, TRIVALENT CROMATE

AND TOPCOAT SEALER

COMPONENT: ASSEMBLY

REV: --PART NUMBER: SCE-CHCLAMPDATE: 10/07/15

CUSTOMER: SAGINAW CONTROL & ENGINEERINGDRAWN BY: Kajdan

DATEDESCRIPTION OF CHANGESREV.BY

TOLERANCES

UNLESS SPECIFIED

LINEAR: 0.XX   0.020

LINEAR: 0.XXX  0.010

OPEN POSITION

CLOSED POSITION

OPEN POSITION

CLOSED POSITION

CLAMP

CLAMP BASE

10-32 x 0.50 SELF CLINCHING
FLUSH THREADED STUD

COMPRESSED SPRING
POCKET

10-24 x 0.63
STAINLESS STEEL
HEX HEAD
SLOTTED BOLT

CLAMP

CLAMP BASE

10-32 x 0.50 SELF CLINCHING
FLUSH THREADED STUD

MUST SIT FLUSH IN
CLOSED POSITION

10-24 x 0.63
STAINLESS STEEL
HEX HEAD
SLOTTED BOLT


