
6.61
167.9

2.62
66.6

2.89
73.4

17.55
445.8

2.31
58.7

2.18
55.4

2.18
55.4

3.75
95.3

6.11
155.2

4.50
114.3

6.50
165.1

8.74
222.1

5.50
139.7

4.50
114.3

4.50
114.3

2.87
73.0

3.50
88.8

0.13
3.3

0.625
15.9

1.76
44.7

0.25 X 0.25 
X 1.75 KEY

0.19 X 0.19 
X 1.62 KEYWAY

8.88
225.6

4.30
109.3

4X 0.422 - 0.94 DP 
1/2-13 UNC-2B X 0.75 FULL THD.

0.45
11.4

4.48
113.8

8.95
227.2

8.50
215.9

8.00
203.1

2.12
53.8

8.10
205.7

7.25
184.2
B.C.

45.00°
EQ. SPACED

11.66
296.1

2.12
53.8

3.75
95.3

3.75
95.3

6.64
168.7

13.16
334.2

A

   8X 
Ø0.41 
 [10.4]

3/4 -14  NPT LEAD HOLE

0.25
6.3

1.125
28.6

0.98
24.9

DETAIL A
SCALE 2 : 1

6.50
165.1

4.93
125.1

4X 3/8-16 UNC-2B X 0.62 FULL THD.

5.88
149.2
B.C.

45.00°
EQ. SPACED

NOTES:

  1. DIMENSIONS CAN BE CHANGED BY MANUFACTURER WITHOUT NOTICE.

  2. DIMENSIONS DO NOT IMPLY TOLERANCE.

MARATHON SYMAX SERIES PREMIUM 
EFFICIENCY AC PERMANENT MAGNET MOTOR, 
HIGH-PERFORMANCE INVERTER DUTY, 5HP, 3-
PH, 1800 RPM, 230/460 VAC, 184TC FRAME, 

TENV

SY007A

Units: inches [mm]
Scale: Full
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