606 |, 12.13
} ¥ TUB (13.35)
DEPTH
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TYP. (SLAVE DOOR) (MASTER DOOR)
HEAVY-DUTY S.S. EYEBOLT TOP VIEW
FOR LIFTING (2 PL.)
61.75
EYEBOLT GASKET TUBTH
(2pL)
3.06 28.50 (2 PL.)
TYP. (0.76) DOOR WIDTH @0 —7.88
%ﬁi\¥
B
S.S. DISCONNECT
\__ BRACKET WELDED TO
400 6.3 o7 INSIDE OF DOOR
CONT. Tus DOOR o
HINGE netgur HEIGHT
(2PL) (75.13) @PL) 34
TOTAL vp.
HEIGHT
' P
3.1
] ‘ L +
1 1/4-20X 1/2" S.S. J j
GROUND STUD (0.69) 3.1 4.0
1500 7y, TYP.
269 | [
A TYP.
1/4-20 X 1/2" S.S.
. 21 1/4-20 X 1/2" S.S. GROUND STUD
GROUND STUD CENTERED ON
(1 PER DOOR) FRONT VIEW MULLION
LEFT SIDE VIEW
3-POINT 316 S.S. 3-POINT 316 S.S. PADLOCKABLE
20.281 PADLOCKABLE HANDLE HANDLE W/ DEFEATER
(2pL) 1313 S.S. CONT.
HINGE (2 PL.)
' )
—1.063 L— B s
K * H { fo00
! 20.563MTG.__ (] o o 1
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4.688 .
1 | 1.500 213
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DETAIL B

(DISCONNECT CUTOUT DETAIL)

DISCONNECT LATCH CATCH ASSEMBLY
(SEE HWDHFW500003 FOR DETAILS)

419 —=] 54.25
r 2.94 27.12
27.13
54.25
\ 10 GA. 304 S.S.
CROSS STIFFENERS
INSTALLED
> O
10 GA. 304 S.S. PANEL 11.19
SUPPORT BRACKET (2 PL.) @pL)
SECTION A-A
(INSIDE BACK OF ENCL.)
1.75 —=] (57.00) OPENING t=—3.00
3.88
(26.56) (2 PL.) MULLION
OPENING
WIDTH A
S.S. UNISTRUT, LIGHT / ‘
BRACKET WELDED TO
INSIDE TOP OF ENCL.  \{ % %ﬁ
M 6.1
N
10 GA. 304 S.S. LIFT
EYE ANGLES (2 PL.) 4 . : ,4L*
3/4-10 S.S. HEX NUT 1.0
WELDED IN PLACE (2 PL.) s
SECTION B-B

3/8-16 X 5/8" S.S.
COLLAR STUD (8 PL.)

(INSIDE TOP OF ENCL.)

REMOVABLE MULLION WITH

1/4-20 LOCK (KEP)
NUT (2 PL.)

UNIVERSAL ACTIVATOR ASSEMBLY
(SEE HWDHFW500002 FOR DETAILS)

1/4-20 X 3/4" S.S. WELD STUD (2 PL.)
ON INSIDE RIGHT TUB FLANGE

DETAIL A

(UNIV. ACTIVATOR INSTALL)

PART#: HWDWAB0X6112SSN4
SUBJECT TO CHANGE WITHOUT NOTICE)

(DATA

THIS
ALL

EGMANN
O BE DUPLICATED
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