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SEE NOTE
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-NOTICE-

THIS DRAWING IS THE PROPERTY OF WIEGMANN, A DIVISION OF HUBBELL INCORPORATED.  IT IS LOANED

TO YOU AND MUST NOT BE USED IN ANY WAY DETRIMENTAL TO THE INTEREST OF WIEGMANN.

DIMENSIONS ARE IN

INCHES (MM).

TOLERANCES UNLESS

OTHERWISE SPECIFIED

ARE AS FOLLOWS:

.X = ± .06 (1.6)

.XX = ± .031 (.8)

.XXX = ± .016 (.25)

Ø = ± .005

ANGLE TOL ± 1°
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8X10 PRINT POCKET

REVISION HISTORY

REV DESCRIPTION BY DATE

NOTES:

1. ALL DIMENSIONS FROM OUTSIDE UNLESS OTHERWISE NOTED.

2. MATERIAL: THERMOPLASTIC POLYSTYRENE.

3. EJECTOR PIN MARKS TO BE BELOW SURFACE.

4. PRINT POCKET TO BE PROVIDED WITH THREE STRIPS OF DOUBLE SIDED ADHESIVE

BACKED TAPE APPLIED TO AREAS    SHOWN. ADHESIVE SHALL BE SUITABLE FOR APPLICATION

TO PAINT AND UNPAINTED STEEL, STAINLESS STEEL OR ALUMINUM.

5. EACH POCKET IS PLACED INTO A POLY BAG WITH AN ALCOHOL PAD & IS HEAT SEALED

CLOSE.

6.EACH POCKET IS TO BE PROVIDED WITH THE FOLLOWING INSTRUCTIONS INCLUDED ON A

SMALL PAPER LABLED OR INCORPORATED INTO THE TAPE USED TO SEAL THE BAG.

INSTRUCTIONS:

"CLEAN SURFACE WITH THE PROVIDED ALCOHOL PAD BEFORE ATTACHING PRINT POCKET.

REMOVE BACKING TAPE, POSITION PRINT POCKET, AND PRESS FIRMLY TO ADHERE."
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