P1

PLC CONNECTION

| |
325m  [1.28in ] ng%Eﬂmggf
VAUTOMATIONDIRE
T T
o Lorn ] | (LTI TN
* 106mm
@
14.2mm - [56in ]
T
PIN-OUT DIAGRAM
Pl PP
| BLUE
PINK
? LIGHT BLUE
3 LIGHT GREEN
4 GRAY
5 YELLOW NOTE
i PURPLE L
GREEN 2
B ORANGE 3
13 RED
14 BROWN 4,
15 BLACK 5
. ORANGE /BLACK 6
RED/BLACK 7
7 WHITE
8 GREEN/BLACK
9 GRAY/BLACK
10 YELLOW/BLACK
" PURPLE/WHITE
GREEN/WHITE
17 ORANGE/WHITE
18 RED/WHITE
19 BROWN/WHITE
20 BLACK/WHITE

E

[::}:::::::jZZ

D ZIPNG S e C€

M \/\ ‘m"ﬁ Bfwe 6 HRDUS ‘ ‘
| 1
o |

L—50mm [1.97in ]Jw—l 24mm [94in ]

S

CABLE: 24 CONBUCTOR, 24 AWG, PVC JACKET INSULATION RATING 80°C (176°F), 300V

%UDRLRTEANGTE 2A PER CONDUCTOR, 40A MAXIMUM CABLE CURRENT

° 240V AC/DC RATED OPERATING VOLTAGE

° 269V AC/DC MAXIMUM VOLTAGE

OPERATING TEMPERATURE: 0-60°C (32-140°F)

Pl CONNECTOR: 20 POSITION OVERMOLDED TERMINAL BLOCK FOR BRX PLC
P2 CONNECTOR: 24 TINNED PIG-TAIL LEADS

MINIMUM BEND RADIUS: 63.6MM [2.38IN]
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TABLE A

PART NO. LENGTH
/L -BX-CBL20-1P L.0m (B3fD
/L -BX-CBL20-2P 2im (6.6f D

/L -BX-CBL20-nP
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